
CLPBL 2X2-40W / 30K

• Sizes: 24’’ x 24’’
• Color: WH-White
• 120 V - 277 V / 40 WATTS
• CRI: > 80
• 4898 LUMENS

LED PANELS - 3000K TO 5000K

• Degrees Kelvin: 3000K
• SDCM: < 7
• IC
• Approved for wet locations

TECHNICAL SPECIFICATIONS

SIZES / LED PANEL 2X2

LUMINOUS INTENSITY  
DISTRIBUTION DIAGRAM

1. RECESSED 
 • Remove the suspended ceiling panel  
  you wish to change 
     • Install the LED panel in the available space

2. HANGING (optional) 
 # CLPBL-SUSP

 • 39’’ cable system for hanging the device

3. CEILING MOUNTED (optional)
 # CLPBL-FRAME 2X2

 • Metal frame for turning the device  
  into a ceiling light

INSTALLATION
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1 1/4’’ / 31,7 mm

FIGURE AAI

Note : Les courbes 
indiquent la zone 
éclairée et la moyenne
d’éclairage lorsque  
le luminaire est à  
différentes distances.

Flux out : 3495  1m

E moyen   E max Angle : 113.86 degHauteur Diamètre
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ANGLE MOYEN DU FAISCEAU (50%) : 114.3°

Unité : CD   CO/180,114.6°   C22.5/202.5,114.5°

   C45/225,114.3°   C90/270,113.9°
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4300 Grande-Allée Blvd, Boisbriand 
QC, Canada  J7H 1M9

450 979-0667
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www.lumifaro.com

AVERAGE LIFETIME

50 000 HOURS
DIMMABLE

WITH  A  0-10V 
DIMMER



CLPBL 2X2-40W / 40K

• Sizes: 24’’ x 24’’
• Color: WH-White
• 120 V - 277 V / 40 WATTS
• CRI: > 80
• 5043 LUMENS

LED PANELS - 3000K TO 5000K

• Degrees Kelvin: 4000K
• SDCM: < 7
• IC
• Approved for wet locations

TECHNICAL SPECIFICATIONS

SIZES / LED PANEL 2X2

LUMINOUS INTENSITY  
DISTRIBUTION DIAGRAM

1. RECESSED 
 • Remove the suspended ceiling panel  
  you wish to change 
     • Install the LED panel in the available space

2. HANGING (optional) 
 # CLPBL-SUSP

 • 39’’ cable system for hanging the device

3. CEILING MOUNTED (optional)
 # CLPBL-FRAME 2X2

 • Metal frame for turning the device  
  into a ceiling light

INSTALLATION

3/8’’ / 9,5 mm
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231/2’’ / 603mm 
1 1/8’’ / 28,5 mm

1 1/4’’ / 31,7 mm

FIGURE AAI

Note : Les courbes 
indiquent la zone 
éclairée et la moyenne
d’éclairage lorsque  
le luminaire est à  
différentes distances.

Flux out : 3432  1m

E moyen   E max Angle : 113.92 degHauteur Diamètre
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CLPBL 2X2-40W / 50K

• Sizes: 24’’ x 24’’
• Color: WH-White
• 120 V - 277 V / 40 WATTS
• CRI: > 80
• 4860 LUMENS

LED PANELS - 3000K TO 5000K

• Degrees Kelvin: 5000K
• SDCM: < 7
• IC
• Approved for wet locations

TECHNICAL SPECIFICATIONS

SIZES / LED PANEL 2X2

LUMINOUS INTENSITY  
DISTRIBUTION DIAGRAM

1. RECESSED 
 • Remove the suspended ceiling panel  
  you wish to change 
     • Install the LED panel in the available space

2. HANGING (optional) 
 # CLPBL-SUSP

 • 39’’ cable system for hanging the device

3. CEILING MOUNTED (optional)
 # CLPBL-FRAME 2X2

 • Metal frame for turning the device  
  into a ceiling light

INSTALLATION

3/8’’ / 9,5 mm
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231/2’’ / 603mm 
1 1/8’’ / 28,5 mm

1 1/4’’ / 31,7 mm

FIGURE AAI

Note : Les courbes 
indiquent la zone 
éclairée et la moyenne
d’éclairage lorsque  
le luminaire est à  
différentes distances.

Flux out : 3587  1m

E moyen   E max Angle : 113.84 degHauteur Diamètre
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1. Screw the female part of  
 the pendant system into  
 the ceiling using a screw

2. Screw the male part into  
 the female part

Screw

Male part

Female part

Cable attached
to the LED panel

SURFACE INSTALLATION
# CLPBL-FRAME
• CLPBL-1X4: 12’’ X 48’’ X 2 3/4’’  
• CLPBL-2X2: 24’’ X 24’’ X 2 3/4’’
• CLPBL-2X4: 24’’ X 48’’ X 2 3/4’’

INSTALLATION OPTIONS

1. ASSEMBLE THE FRAME

2. ATTACH THE FRAME TO THE CEILING

Attach the pendant  
system to the LED panel
 

Part already 
screwed to the 

LED panel

3. INSTALL THE LED PANEL

Screw

“U” bracket

Slide the LED  
panel into the 
frame

Drill 6 mm holes 
in the ceiling and 
screw in

Remove the “L”  
bracket, slide in the LED 
panel and replace  
the bracket

“L” bracket

PENDANT INSTALLATION 
# CLPBL-SUSP

1. ATTACH THE PENDANT SYSTEM
 TO THE CEILING

2. ATTACH THE LED PANEL TO THE 
 PENDANT SYSTEM

3. INSTALLATION IS COMPLETE
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